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Option. 11
DC Stepper Motor

● NEMA standards 23D frame size
● ±3% noncumulative step

    accuracy
● 48-50 tooth pitch
● 6wire leads
● Contact factory for use in unipolar 

   configuration
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● ±3% noncumulative step

    accuracy
● Full step (1.8°) or half step (0.9°)

   increments
● Microstepped to 0.0072°
● Up to 20,000 steps/seconde　

　(6,000rpm)
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Option. 12
High Torque DC Stepper Motor Ground screw

spaced on a 2.625 BCD

.205 dia, 4 places, equally 
spaced om a 2.625 BCD

※ 取付参考例

※ 取付参考例

※取付参考例は回転式回転導入機(RRM-133)に各モーター
　オプションを取付けした場合のイメージ図となります。

Specifications for in series bipolar wiring

Connections
Type                                                  Leads

Number of leads                                   6

Input Voltage                                  5VDC
Input Current         　                　  0.7 A
Temperature Range     -40℃ to 65℃

Steps per Revolution                       200
Torque
Holding with 2 phases on     75 in-oz

Residual                                        1 in-oz

Roter Inertia                           0.04 lb-in
Overhang Load                                 15 lb
Thrust Load      　                       　  25 lb
Weight                                                 1.5 lb
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Specifications for in series bipolar wiring

Connections
Type                                                  Leads

Number of leads                                   6

Input Voltage                                 3 VDC
Input Current         　                　     2 A
Temperature Range     -40℃ to 65℃

Steps per Revolution                       200
Torque
Holding with 2 phases on     170 in-oz

Residual                                        1 in-oz

Roter Inertia                      0.0034 oz-in
Overhang Load                                 15 lb
Thrust Load      　                       　  25 lb
Weight                                                 1.6 lb
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Option. 21
Reversible AC  Motor

2.38

8-32 tapped, 4 places, equally 
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150 psi max

   0.5 lb

Option. 31
90°Pneumatic Actuator

spaced on a 2.688 BCD
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Woodruff key #202.5

10-32 tapped access hole 
for air fitting, 2 places

※ 取付参考例

※ 取付参考例

Specifications 

Connections
Type                                                  Leads

Number of leads                                   4

Input Voltage               115VAC / 60Hz
Power        　                　                  7.5W
Temperature Range     -40℃ to 65℃

Torque                                        126 in-oz
Speed Out Shaft     　                10 rpm
Weight                                                    3 lb

Specifications
Air connections                                        10-32
Air pressure                                    150 psi max
Torque Capacity                       .068 in-lb/psi
Temperature Range        -20°F to 200°F
Rotation Angle                                 90°max
Stop Adjustment                   30°both ends
Weight                                                            0.5 lb

● Drives two-position in-vacuum

   rotary devices, such as shutters
● 90°rotation
● 30°adjustment at each end of travel
● Included electrical solenoid, air fittings 

   and lines :

　■ 4-way 115 VAC solenoid

    ■ 8-foot length of 1/8-inch nylon air line

   ■ Fove (5) 10-32 air tube fittings for 1/8

      -inch OD tube
● 150 psi maximum pressure

● Continuous 10 rpm motion
● 4 wire leads plus capacitor
● May be wired for switched 

   reversing of direction :

　■ Clockwise rotation, blue and red leads

    ■ Counterclockwise rotation, blue and 

        black leads
● Economical


